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 Ranges: 0-1 ppm to 0-1000 ppm full scale, user
selectable 

Units: Dual ranges and auto ranging supported
ppm, mg/m3

Zero noise: <0.02 ppm (RMS)

Span noise: <0.5% of reading (RMS)

Lower detectable limit (LDL): 0.04 ppm

Zero drift: < 0.1 ppm/24 hours, < 0.2 ppm/7 days

Span drift: < 1% of reading/7 days

Rise and fall time: <60 seconds to 95%

Linearity: 1% full scale

Precision: 0.5% of reading

Sample flow rate: 800 cc/min ± 10%

Operating temp range: 5 - 40°C

Dimensions: 7” (178 mm) x 17” (432 mm) x 23.5”
(597 mm)

Weight: 40 lbs (18.0 kg)

 Power: 100V - 120V, 220V - 240V, 50/60 Hz, 250W

 

Approvals: CE

Analog outputs: 10V, 5V, 1V, 100mV, selectable

Recorder offset: ±10%

Status (digital): 8 outputs, 6 inputs (opto-isolated), 4 alarm
outputs (optional)

Serial outputs: Serial Port 1: RS-232, DB-9M
Serial Port 2: standard RS-232 or optional RS-
485, DB-9F, Ethernet

Current output: Optional 4-20mA

Interferences:  H2O, CO2; negligible
* At constant temperature and voltage

EQPHKIWTCVKQPU

•  Selectable voltage
•  Internal pump
•  10 isolated digital status outputs
•  Bi-directional RS-232
•  2 optoisolated alarm outputs
•  Supported voltages:
  100V / 50Hz 100V / 60Hz
  115V / 60Hz 220V / 50Hz 
  220V / 60Hz 230V / 50Hz (CE) 
  240V / 50Hz
•  Output voltage:
  10V  5V 

 1V  100mV
•  Particulate filter: 47mm

OPTIONS

•   “U” version - 0-10 ppm and lower ranges
•  Rack mount (19”) with chassis slides
•  Rack mount only
•  Isolated 0-20mA or 4-20mA output
•  Multi-drop RS-232 connection
•  Calibration valves
•    Stainless steel valves for selection of customer-supplied zero 

and span gas

ACCESSORIES

•  RS-232 cable
•  Expendables kit
•  Spare parts kit
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Warranty
Instrument is warranted for 1 year against defects in material 
or workmanship
NOTE: Specifications and features will vary with application. The above are established 
and validated during design, but are not to be construed as test criteria for every prod-
uct. All specifications and features are subject to change without notice.
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