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TELEDYNE WARRANTY/REPAIR QUESTIONNAIRE

MODEL 6200A

CUSTOMER:















CONTACT NAME:




PHONE NO.


FAX NO.




SITE ADDRESS:















MODEL 6200A SERIAL NO:



PROM NO.








ARE THERE ANY FAILURES?




























RECORDED VALUES













TEST VALUE




NORM

  TEST VALUE



NORM

RANGE


=


200ppb

  Rx CELL TMP
=

°C
50°C ± 1°C

TS STAB

=




  BOX TEMP
=

°C
Amb ± 5°C

OXY FLOW

=

cc
150 ± 20% 
  PMT TEMP
=

°C
7°C ± 2°C

SAMPLE FLOW

=

cc
600 ± 15% (process)

PRESS


=

“hg
25”hg +or- 1.1”hg at sea level (process)*

PMT


=

mv



UV LAMP

=

mv
1000-4800mv

UV LAMP RATIO
=

%
35% -120%

STRAY LIGHT

=

ppb
<100ppb

ELECTRIC TEST PMT
=

  1000mv 

DRK PMT

=

mV
<100mV

ELECTRIC TEST CONC
=

  500ppb

DRK LAMP

=

mv
<100mv

OPTICAL TEST PMT
=

  1000ppb

TS SLOPE

=


1±.5

OPTICAL TEST CONC
=

  500ppb

TS OFFSET

=


<250



HVPS


=

Vdc
500 – 800Vdc

DCPS


=

Vdc
2500 ± 200mv

PMT VOLTS @ ZERO
=




PMT VOLTS @ SPAN
=





STABILITY @ SPAN
=





STABILITY @ ZERO
=





WHAT IS THE REAL SAMPLE FLOW?




USE A FLOWMETER TO MEASURE 

IS THE UNIT LEAK CHECKED?

YES


NO


WHAT ARE THE FAILURE SYMPTOMS?

























  * At standard sea level-This value subject to change depending on elevation

Thank you for providing this information. Your assistance enables TAI to respond faster to your problem.

PHONE: 626-934-1500
  FAX: 626-934-1651
EMAIL: ask_tai@teledyne.com
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